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At Log Cabin Fence Company, all

our products (with the exception o
our post) are stored inside our

warehouse and our Super Structur

As we are growing, our catalog contains o
most popular items. If there is an item yol
need, call us and we would be happy to
locate it for you. Due to rising steel cost, c
for our most recent prices on wire, wover
wire, staples, etc. Prices are subject to
change without notice.

Remember to follow all safety precaution:



Fence Posts

Posts -Round line posts, corner posts, pull posts, brace posts, gate posts for barbed, woven
and high tensile wire. CCA Treatment.40 Southern Yellow Pine.

Item No. Post Sizes: ltem No. Post Sizes:
0100 4" x 7’ Perfect Post 0180 4-5" x 10

0115 5” x 7’ Perfect Post 0190 5-6" x 10"

0135 4” x 8' Perfect Post 0195 5-6" x 12’

0155 5” x 8’ Perfect Post 0160 6-7" x 8’

0165 6” x 8" Perfect Post 0200 6-7" x 10’

0176 7" x 8 Perfect Post 0202 6-7"x 12’

0205 Guard Rail Post

When comparing fence post prices some things to rem ember.

Make sure you are comparing the same species of wood and treatment. For example there is a
significant difference between lodge pole pine, red pine and southern yellow pine.
Does the post come with a certificate of treatment?

0210 Poli Picketts — Line post spacers used to increase your line post spacing to use less line
posts. They are standard at 48" tall, D shape for strength, made of medium density
polyethylene, and are UV resistant. Also available in white on a special order basis(#0215).
Uses Poli Pickett clips to secure the wire to the Pickett.

0225 Poli Pickett Clips - Clips made of 14 Gauge Class 3
Galvanized wire for long life. Use 1 clip per wire per
Pickett. Secure clips to Pickett using a wire-twisting
tool (2190 Wire Twisting Tool).

0220 Box of 1000 Clips
0225 Bag of 100 Clips

2190 Wire Twisting Tool - The old
fashioned way of twisting wire to tie off
ends or to join. It makes a clean and
professional tied end.

“T” Posts & Clips
Painted “T” Post - Heavy-duty red top Hot Dipped Galvanized_ T Post _ _—Studded,
Accommodates multiple wires. bottom plate ensures driving stability and post

0310 — 5’ “T” Post alignmer)t“ )

0325 - 6" “T” Post
0330 --“T” Post Clips - 25 pieces per bag



Split Rail
0410 2 Rail Line Post — This Southern Yellow Pine Split Rail gives you a longer lasting product than
other pressure treated split rail on the market. ACQ treated. The 2 rail line post is 6" in length. Weight is
38 pounds each. Bundles of 50 are available.

0430 3 Rail Line Post — Made of the same durable Southern Yellow Pine as our 2 Rail Line Post, but is
a 3 hole post and 7’ in length. Weight is 45 pounds each. Bundles of 50 are available.

0465 Face Out Rails — 11" Circumference, 11’ in length made of mixed hardwoods. Bundles of 100 are
available.

0460 Jumbo Face Out Rails - 14" Circumference, 11’ in length made of mixed hardwoods. Weight is 43
pounds each. Bundles of 100 are available.

Corner Post
0422 2 Rail Corner Post
0442 3 Rail Corner Post

End Post
0426 2 Rail End Post
0446 3 Rail End Post

Boards & Dimensional Lumber

0510 1 x 6 x 16’ CCA Poplar Board — A full dimension of 1” x 6” x 16’ in length. ACQ treated to refusal
poplar. Rough Cut, our most popular board fence.

Southern Yellow Pine # 1 Grade.  Treated ACQ. Above average quality. All products including lumber
are stored in our Super Structures to limit warping and weathering.

0520 2x4x10° 0545 2x12x12
0530 2x6x10° 0550 2x6Xx16

0535 2x6x12 0570 2x10x 16
0540 2x12x10° 0580 2x12x 16

Southern Yellow Pine #2 Grade Tongue & Groove Treat ed ACQ
0560 2x6x16
0600 2x6x20

Southern Yellow Pine #1 Grade Untreated
0590 2x6x20
0595 2x6x16

Southern Yellow Pine #2 Grade Treated ACQ Square P ost
0610 6x6x8

0620 6x6x10
0630 6x6x12



Tools

2190 Wire Twisting Tool - The old fashioned way of twisting wire to tie off ends or to join. It makes a
clean and professional tied end.

Staple Driver — Easy to use, simply insert the staple
in the slot and hammer on the pin.

2137 - 1” Staple Driver

2138 — 2" Staple Driver

2198 9" Klein Side Heavy Duty Cutting Plier — This combo cutter/plier has been around since
your Grandfather. It is tried and true and preferred by some installers.

2199 High Tensile Wire Cutter — This wire cutter is designed for the farmer. A good tool to have
as an extra, inexpensive set in a tool box.

2197 Knipex Cutter — Knipex brand cutters are
designed for the professional. These high
quality tools are strong and will last for many
years to come. Do not twist your wrist when
cutting with any cutters. Keep your wrist straight
and cut straight down this will prolong the jaws
in your cutters. 8" in length.

2195 Gripple Tool - This tool works with any size Gripple
product. The tool will allow you to tension, retention, strain,
restrain, join and rejoin. No need to tie knots or twist wire.
The tensioning tool pulls the wire to give you a snug fit.
Gripples are available for various gauged wire. Ideal for
working with woven wire.




1-2 Groove — Fits 1-2 Crimping Sleeves for 14-16 gauge wire.

2-3 Groove — Fits 2-3 Crimping Sleeves both long and short for
12 ¥ gauge high tensile wire.

3-4 Groove — Fits 3-4 Crimping Sleeves for 10-11 gauge wire.

4-5 Groove — Fits 4-5 Crimping Sleeves for 9 gauge barbed wire.

2120 4 Slot Crimping Tool — Approximately 20" long, this tool has four different sized grooves, which are
marked to indicate the proper size sleeve for different gauges of wire. This tool works with crimping sleeves
only. Pictured above.

2125 Hayes 4 in 1 Eze-Pull Crimping Tool -

This contractor quality crimping tool is designed to give you

years of use. It is designed to crimp C2-3 crimping sleeves or

12 ¥ gauge high tensile wire. The shorter handles are preferred

by installers. The built in staple puller removes even the toughest

of staples with ease. It contains a built in wire cutter. Lightweight and
compact is ideal for stripping coatingon products such as Horsecote and
Hotcote. This is our most popular crimping tool. Pictured to the left.

2132 Nicopress 1 Slot Crimping Tool — 12 ¥ gauge only. The Professional Crimping Tool.

Remember professional tools make all the difference
Buy top grade tools to start your business and they
will pay for themselves.




2140 Hayes Chain Grab Wire Puller — Used to pull
up to ends of high tensile smooth wire for joining with
crimping sleeves or other method. Works like a come-
along, but with smooth jaws that will not scratch or
damage the galvanization on your wire.

2150 Hayes Stretcher Bar Puller — Also known as a clamp strainer, this unique tool is used to join two
Hayes Stretcher Bars (2160-2185). The jaws of the tool hook into the Hayes Stretcher Bar at either
end and the teeth of walk up the long 6’ chain pulling the two Stretcher Bars together and standing
them into position from the ground. We recommend using 2 when using a center pull system.

2160 Hayes 4’ Stretcher Bar W/Wedges 52" — 52" in height for 4’ woven
wire. Different size heights available for different woven wire heights. These
bars can be used to center pull or end pull. (Note: Pulling with a tractor on
an end pull can result in damaging the bar.) Use these tools to join two
rolls and crimp using the proper gauge crimping sleeves for a perfect join.
2180 Hayes 6’ Stretcher Bar 76" — for use with 6’ woven wire.

2185 Hayes 8’ Stretcher Bar 102" — for use with 8’ woven wire.

2187 6-Wire Dispenser — This multi reel dispenser is designed

to payout multiple strands of High Tensile Wire, Horsecote or
Hotcote simultaneously. The individual reels allow versatility in

use of 1 to 6 wires. The design allows for easy loading of
materials. Unit has a built in wire guide so wire will not tangle
when dispensing. It is designed for either mounting on a 3

point hitch for the back of a tractor or the front of a skid-steer unit.
The unit has a side dispensing arm attachment of 43" to either side.

2100 Spinning Jenny -4 Arm Wire Payout reel.
Designed to pay out high tensile wire smoothly,
effectively and without tangles. This is a must tool for
anyone installing high tensile fencing, however, it will
not pay out coated wire. The spinning Jenny tripod is
placed on the ground. The reel sits on top of the stake
and the L bolts are positioned and secured after the
wire is placed on the stake. Do not cut the bands of
wire until after the arms of the reel are securely holding
the coil of wire.
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2101 Log Cabin Fence H.D. Spinning Jenny  —
All four arms are fully adjustable for height and coll
diameter. Pays out Hi Tensile wire as well as coated
wire. Heavy Duty. The LCF Spinning Jenny is used
in the 6 Wire Dispenser.

2210-2212 Tanaka Chain Saws - 14" 32CC & 14" 34CC — These extra heavy duty chain saws are made in
Germany. Our Installation Crews have used these chainsaws for many years with excellent results. Available
in two models and sizes.

2218 Tanaka Reversible Gasoline Powered Drill - 26CC 1.3hp ¥2" Chuck. This unique gas powered drill is
made by Tanaka in Germany for the professional contractor. No matter what the job if you need a drill and
power is limited, or want freedom of use, the Tanaka is for you. Available with and with out reverse power.
The Tanaka drill has proven itself as a professional fence installer’s best friend.

2110 Strainer Handle — When using in-line wire strainers it is the
tool that will position over the end of the reel to tighten up the fence.
When you position the handle over the reel, the handle will turn
feeding the wire onto the reel.

Remember over tensioning the In-Line Wire Strainer to
far can in some instances cause the wire to breaka nd
cause injury. Wear safety equipment and follow all
safety precautions.




Wire Joiners

3100 C2-3 Crimps — Use two sleeves when joining
wire back onto itself. When joining wire from a break or
adding a new roll use 3 crimping sleeves. This will give
your wire the same strength as if it were never joined or
broken. This is only done when using a proper crimping
tool. 100 pieces per bottle.

3120 16 Ga. Crimping Sleeves - Used to crimp 14-16
gauge high tensile wire. Fits the 1-2 groove in your
crimping tool. Bottle of 100.

3130 10-11 Gauge Crimping Sleeves -Used to fit 10-
11 gauge high tensile wire. Fits the 3-4 groove in your
crimping tool. Bottle of 50.

3140 9 Gauge Crimping Sleeves — Used to fit 9-gauge
barbwire. Fits the groove 4-5 in your crimping tool.
Bottle of 50

3170 Wire Vises —When it is necessary to have
a smooth fence line, no protruding strainers then
the Wire Vise is the answer. Used in the vineyard
industry for many years. Drill a 3/8” hole in the
end of your end post and insert your wire vise.
Insert your wire into the Wire Vise and pull with a
Wire Vise Puller or by hand.

3110 12 % Gauge Double Crimping Sleeves —

Double length 2-3 crimping sleeves. These longer

sleeves equal 2 short sleeves. When using the
double length sleeve, one will provide you with full
strength when joining back onto itself or joining full

rolls. The longer length makes it easier to handle.
Simply use your crimping tool to crimp the entire
length of the sleeve. Fits the 2-3 groove in your

crimping tool. 100 pieces per bottle. Also Available in

Bulk of 6750.
Sizing Chart

1-2 Sleeves fit 14-16 gauge high tensile wire

2-3 Sleeves fit 12 -¥2 gauge high tensile wire
3-4 Sleeves fit 10-11 gauge high tensile wire
4-5 Sleeves fit 9-gauge barb wire
Wire Vises & Links fit 12-%2 gauge high tensile wire

3160 Wire Links — Joining device. Put the one
end of a broken wire into each end of the Wire
Link, it will hold securely with out use of any
tools. Simply go back to your in-line wire
strainer and using your Strainer Handle restore
the tension. A good product to have on hand for
those quick fixes of a broken wire.

individually.

3150 — Electric Fence Taps - Permanent electrical connection
for 12 ¥2 & 14 gauge wire. Available in a bottle of 100 or
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3205 - 3210 8 & 16" H Speed Brace —8' — 3205 - 16’ 3210 — H Speed Braces are designed
as a traditional brace wire with many advantages.

Fast & Easy To Install — Labor Savings

Neat, Clean and Professional Appearance

Tough, Galvanized HT Steel Cable Takes 2750 Ibs. of load
No loops at low level to trap livestock

No sharp points will not cause animal damage

No twisting or pulling of wires

8’ Kit comes with 18 ft. of cable and preformed loop with one patented Cable Grip.
16’ Kit comes with 25 ft. of cable and preformed loop with one patented Cable Grip.

Gripple — Use to join or tension. Serrated rollers grip wire
and hold securely.

3190 - Large 10 pkg

3200 -. Medium 20 pkg

Strainers, Anchors, & Staples

Using the 2110 Strainer Handle it is the
ideal way to tension high tensile fence wire
and braces. Each in-line wire strainer will
keep 4000 feet of high tensile fence wire
tight, decrease by 500 feet for each end or
corner. Use 1 in-line strainer per high
tensile wire. Depending on the
configuration of the fence, you may need
more than 1 set of strainers.

4104 HDG Strap In-Line Strainer with Spring Clip  — This strainer is designed for long life and durability.
The strap is hot dipped galvanized. The reel is zinc die casted. The unit is equipped with a spring clip for
ease of tightning. The in-line wire strainer with spring clips are the brand preferred by fence professionals.
Sold in quantities of 25 per box.

Remember quality is number 1. Although some In  -line
Strainers may look alike, not all are created equal
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4110

Tension Spring — Proper tension must be maintained on a high tensile fence to ensure that
your animals stay within their boundaries. A tension spring is an economical way to know how
much tension you have on your fence. Optimum tension of a high tensile fence should 250
pounds per strand. The tension spring is equipped with two notches on the spring itself. The
first notch indicates 150 pounds tension the second notch is 250 pounds. After you have
connected your In-Line Wire Strainer (4103), to the tension spring, you will use your Strainer
Handle (2110) to ratchet or crank up the wire on the strainer which will compress the spring.
When you see the second notch you know that you are at the proper tension. This tension
spring is a full strength spring. It is electrogalvanized for long life. Case of 10.

Spring, as you would receive it.

Disassemble the spring. You will have two
tug links and one coil spring.

Reinstall one tug link back into the spring,
and install a Premium In-Line Wire Strainer
W/Spring Clip (4100) on the other tug link,
and put it back inside the spring.

Complete unit.
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4120 — 4135 Brace Pins (5" 4120 — 10" 4130) - Brace pins are used to hold the top
horizontal to the brace posts. Made of galvanized 3/8" rod for long life. When building a single
brace assembly you will use 1 10” pin and 1 5” pin. When building a double brace assembly
you will use 2 10" pins and 1 5” pin. Notching the post is not recommended.

A good rule of thumb to use
is when building 6 wires or
less a single brace assembly
will be adequate.

When building over six wires,
a double brace assembly
system is needed.

4140 — 4175 Barbed Staples — 8 gauge, Class 3 galvanized hot dipped barbed staples. These
Bekaert staples are the top of the line. When purchasing staples it is important to remember to
use Class 3 galvanized to prevent premature rusting of the wire. Also by using a barbed staple
is gives you extra holding power. Available in 1 ¥4", 1 %", 1 %" and 2" in length. Species of
wood being used will help determine size of staples required. Available in 8 and 50 pound
buckets.

4144 1 Y2’ Barbed Staples 8 Ibs
4154 1 %" Barbed Staples 8 Ibs
4140 1 %" Barbed Staples 8 Ibs
4150 2" Barbed Staples

4175 1 Y2 Barbed Staples 50 Ibs
4160 1 2" Barbed Staples 50 Ibs
4170 2" Barbed Staples 50 lbs

4180 Post Hole Paint — Can be very useful in marking boundary lines as well as post
installation area.

4190 Flagging Tape - Flag tape is used to alert crews of an unusual fence installation.

Insulators

5100 4" Fin Tube Insulators — The most
economical way to insulate the line posts for
electrified wires. These insulators 4” in length are
made of virgin resin medium density polyethylene.
The make up of material is what makes these
insulators outlast others on the market. The two fin
design makes it easy to staple correctly. 200
pieces per box.
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5108-5125 Wraparound Insulators -
Warparound insulators are stapled to end
and corner posts to carry electrified wires.
The aluminum insert prevents the wire
from cutting the insulation when pulling it
around corners. Available in 20" & 24" for
different size posts. Made of virgin resin
medium density polyethylene. Available in
black & white. Packs of 100 or sold
individually.

5130-5145 Claw Insulators Large — These larger claw type insulators have a large enough opening to
accommodate not only traditional high tensile fence wire, but also the coated wire products as well.

5180 Dual Purpose Wood/"T” Post Pinlock Insulators — This is one of the most
popular insulators due to the fact that it can be used on either wood posts or steel “T”
posts. Made of virgin resin medium density polyethylene. The pin removes easily for
insertion of wire or poliwire. Bag of 25.

5147- 5152 Insultube - Virgin resin medium density polyethylene the hollow tubing is designed
to accept 12 ¥z gauge high tensile fence wire. Available in 50’, 100’, &500'.

5155-5170 Underground Lead Out Wire — Virgin resin medium density polyethylene tubing
preloaded with 12- gauge high tensile wire. Tubing is molded to the wire to prevent water
seeping into the tubing. Available in 50’, 100’, & 500'.

5190 Black End Strain Insulators  — Insulator has long leakage paths to prevent
arching. Deep grooves to hold wire in place. High quality virgin resin medium
density polyethylene material. Bag of 25.

5182 Steel “T” Post Insulators  — Insulator of medium density polyethelene for
long life. Designed to clip onto a
Steel “T” post. Bags of 25.

5184-5186 Pinlock Insulators — 5184 — Black 5186 — White — These well
recognized insulators are designed with a pin lock for holding the wire secure. It will
allow you to add a hot wire to a fence after the fence is installed. This type insulator
is designed for use on wood posts with either nails or screws. Bags of 25.
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Temporary Fence

6125 Rutland Poli Rope- 1 ¥4 x 660’. Various size Rutland tape available.

6150 Tape Gate (24') — Highly visible tape makes
this gate portable, and easy to install. Comes
complete with tape and hardware. Tape Gate

is used for up to a 24’ opening.

6160 Tape Gate Kit (No Tape) - This kit contains no tape gate tape. It allows for use as replacement
parts, or if needed add tape gate tape in longer than traditional lengths of 24'.

6170 1 %" Tape Gate Tape (Per Foot ) — Tape is sold by the foot for use when wanting longer tape gates,
or as replacement tape.

6180 O’brien Reel — This 3 to 1 ratio geared reel will give you years of life and service. Built to withstand
the rigors of daily poliwire or politape moving. Designed with a brake for ease of control.

Spider Fencing Products

6200 Mastertread Post — This 100% fiberglass rod is outfitted with a
steel spike and poly foot, both of which are replaceable. The Mastertread
comes with one Double Wedge Clip (6220) attached. You can add
additional clips if you desire. The unit will bend almost to the ground with
out breaking. 40” in length designed for movement on a daily basis. This
is by far the best tread-in post on the market.

6210 50" Spider Line Post — 50" length 100% fiberglass rod. UV
stabilized to prevent fading from the sun. 10 MM diameter. Used as a line
post in the Spider Fence System. This rod is flexible, will bend almost to
the ground without breaking. Uses Double Wedge Clips (6220) to secure
wire to the line post. Use a Nylon Driving Cap (6240) fit it over the top of
the Spider Line Post then simply pound the cap with a 5# hammer
inserting the line post into the ground.
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6220 Double Wedge Clips — Made of polyethylene from New Zealand, these revolutionary new clips
are a 2-piece design that work on a wedge system. Designed to fit 1:0mm fiberglass rods (6210 Spider
Line Posts) these clips do not move easily and remain on the rod even while being hit by deer. Use a
Double Wedge Clip Applicator (6230) to position your clips on the rods. The large opening in the clip
will accommodate not only wire, poliwire, Politape, braid but also coated wire products. Bag of 50.

6230 Double Wedge Clip Applicator — This small tool is used to move the Double Wedge Clip(6220)
up or down a 10-mm fiberglass rod.

6240 Nylon Driving Cap - This small white cap is to protect the ends of your fiberglass rods
(10mm). Simply slide the cap over the end of the rod that is exposed from the ground, and
pound it with a 5# hammer. The cap will protect the rod from splintering.

6250 Tie Back Hook — Unique spring steel “G” shaped hook used to provide constant tension
for use with 16 gauge high tensile Spider wire. “G” Spring is used to tension the wire, as a gate
hook, a cut out switch. This versatile tool is the heart of the Spider Fencing System.

Tip: To install your fiberglass rods evenly, pre-
mark them with a felt tip pen for ground height.
Then when you drive them in, drive the post to
the mark on top of the ground. Then all you

posts will be the proper height.

Vo

Temporary fencing and Spider fencing is a good way to cross fence, pasture subdivide, and
rotationally graze. Itis also good for fencing ar  ound cornfields, or pastureland after the crops
have been harvested, when allowing animals to graze the remaining nutrients. It is not
recommended for boundary fencing. Most temporary f encing systems do not have a high
enough breaking strength for this use.

Remember good fences make good neighbors, so mainta  in your fences to keep your livestock

contained .
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6305 Galvanized Ground Rod - %" diameter 8’ in length. For an electric fence
to be effective, the electrons traveling from the energizer and along the wire must
be able to complete their circuit, through the ground and back to the earth
terminal on the charger. Larger energizers or exerting more power will require
more ground rods so always install the proper amount of grounding. Certain
soil types and dry soil are not good conductors. Ground rods should be installed
at least 1 ¥ times their length apart, or a minimum of 10’. Join the ground rods
using 6310 ground rod clamps and galvanized insulated wire. Install your
grounding system at least 10 feet from any existing earth systems or buildings.
Avoid using dissimilar metals to prevent reaction. In dry summer conditions, it
may be necessary to install more grounding. Remember, 90% of fence failure is
improper grounding.

6310 Ground Rod Clamp - Ground rod clamps are used to connect from one ground rod to
another. Avoid problems of electrolysis by using similar metals.

6320 Single Cut Out Switch — This switch will enable you to turn the energizer off at any point
in the fence. This will eliminate walking great distances to turn the power off to repair or check
your fences. This handy unit is also excellent for turning the power off to a bottom wire if snow
load becomes to heavy. Also by using cut out switches you can help prevent or deter lightning
strikes. This unit is an easy on easy off unit. This unit is self cleaning stainless steel fittings for
non-corrosive contact. Seals tight to prevent water penetration.

6330 Double Cut Out Switch — This switch makes it possible to turn off one fence while
another fence is still electrified. This unit is very useful when working with multiple fences or
paddocks.

6340 Lightning Choke & Diverter - Is designed to help lessen the amount of power that a
lightning strike can produce and send surging through your energizer. This device contains a
heavy-duty fully sealed spark gap; a heavy duty galvanized spring with a 16’ expansion. A white
end strain insulator, and heavy duty line taps. Instructions included. If you are in an area prone
to lightning strikes, this unit is highly recommended. Although it can help lessen a power

surge strength, it in no way will prevent a lighten ing strike.
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6350 Electric Fence Warning Sign — aluminum sign highly visible to warn of an electrified
fence. These signs are required in some areas. Check all local and state rules as to number of
signs and distances for placement. Electric Fence Warning Signs should be installed on ALL
electrified fences.

6360 Fence Doctor — Is a combined voltage and current meter that allows you to rapidly find
faults/shorts on your electric fence.

Digital accuracy from 200 to 9,900 volts.
Measures voltage on any metal wire, or
polywire/rope.

Large easy to read digital display.
Measures both current and voltage,
pointing you in the direction of the short.
Integrated belt carry clip.

9-volt battery included.

One year warranty.

6370 Lightning Arrestor — A porcelain
arrestor designed to help deter and lessen
lightning strikes.

6380 5 Light Test er — An inexpensive
handy pocket sized fence tester designed to
test the general condition of your fence.
Shows the fence is live and measures the
voltage on the fence. Five lights range from
2000v to 6000v.
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6390 Surge Protector — Plug
directly into the 110v power outlet to
help prevent power surges from the
power line to your energizer.

6394 Zareba Digital Electric Fence Tester Provides digital accuracy and easy read-
out. Measures up to 9,900 volts (9.9kv). Durable plastic case has self contained
ground probe. Accurate readings on poly tape as well as poly

wire and steel fences.

Gate Handles

6400 HD Handle (Black) — A super heavy duty
gate handle, designed to give you long life.

6420 Slinky Gate 24’ — This “slinky”
gate extends from 4’ to a 24’
opening. Economical and practical

6430 Polycarbonate Gate Handle -
This low cost gate handle is extra strong
and sturdy. Will withstand even the
toughest abuse.
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8200-8202 Sure Latch Gate Latch - Fits gates 1 5/8” —2" OD round tube. Latch will release to allow
gate to swing either direction. One-handed operation. Prevents gate end from sagging or swinging. A
favorite with horse enthusiasts can be opened from horseback. Sure Latch 2-Way Lockable & Sure
Latch 1 Way Lockable are available.

8203 Sure Latch Gate Stop - This gate
anchor, will prevent gates from swinging
and sagging. Holds gate in any open
position. May also be used horizontally
as a side latch.

8210 Gate Hook Latch —
This high strength horse
proof latch will assure that
your horses stay where they
are put. The large staple is a
uniaue feature.

Coated Wire Products

7000 - 7020 Horsecote (7000 White - 7010 Brown — 7020 Black) — 12 Y2 gauge high tensile wire is
molecularly bonded with medium density polyethylene to give protection, and visibility to a
fence. This product primarily designed for horse fencing can be used for any application.
Horsecote cannot be electrified, and uses the same components to install as your traditional
high tensile fencing. Available in white, black and brown in 1320’ rolls.

7060 - 7180 Hotcote (7060 White - 7070 Brown — 7080 Black) — Exactly the same material as Horsecote,
with an exception of the addition of black carbon strips which carry an electric current. This
product is designed to be electrified. This highly visible product is great for visibility for humans
as well as animals. Available in white, black and brown. 1320’ roll lengths.

7120 - 7140 4" Horserail (7120 White - 7130 Brown — 7140 Black) — This product is designed to look like
boards without the maintenance. 2 high tensile wires, top and bottom are bonded to a 4” wide
strip of medium density polyethylene. UV stabilized, to prevent sun damage. Available in white,
black and brown, our two most popular colors are white and brown. Available in 660’ rolls. Uses
specific installation components. 2 Spoolers included.
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7150 - 7170 5" Horserail (7150 White - 7160 Brown — 7170 Black) — The same as 4" Horserail, with the
exception of 5” in length and 3 wires, one top, bottom and middle. Uses specific installation
components. 2 Spoolers included.

6” Horserail- Available as a special order.

Pony Rail- 1" Rail UV stabilized to prevent sun damage. Available in white, brown, or black.

4” Hotcote Insulators — Designed as line post insulators for Hotcote tubing. Simply staple onto
the line posts, using Hotcote staples. Standard staples do not have a large enough opening to
go over the tubing. Bag of 100.

4” & 5" Horse Rail Brackets - Line post brackets can be stapled or attached with deck screws.
Colors available white, brown and black. Use 1 bracket per rail per post. Inside brackets and
top rail brackets also available.

4" & 5" Horse Rail Spoolers - Spoolers are used to join rolls, end and strain the Horse Rail.
Available in 4” & 5" sizes in white, brown & black.

Hotcote Tubing 100’ Roll — White — Tubing is used as end and corner insulation with Hotcote.
Available in white, brown and black in 100’ length rolls.

2" Extra Wide Staples — These staples are non-barbed and extra wide to accommodate the
width of Hotcote or Horsecote. Available by the pound.

1" Pony Rail Staples- These staples accommodate Ponyrail. Staple Drivers are also available.

4" & 5" End Buckles 4" & 5" Rail Splice Buc kles
Used for end post attachment. Used to join two rolls of Horserail.
Available in white, brown & black. This system holds securely and is

available in white, brown, & black.
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7800-7835

Premium Powder
Coated Portable
Horse Stall

Powder-Coated Portable Free Standing Horse Stall  is one of the leaders in the equestrian market. Ideal for open
barn/shed applications, the 7’ tall sides and fronts can be ordered separately or as a complete unit. Individual corner
bracket allows for one or multiple side-by-side units. This unit features an optional swing-out poly hay and grain feeder for
ease in filling and cleaning. Stalls are designed for vertical installation of 2x lumber. Stalls do not include wood or other
filler material. 10’ and 12’ available.

7800
7810
7820
7830
7832
7834
7835

10’ Stall Front W/Sliding Door  207#
10’ Stall Side 145#
10’ Stall Side W/Out Bars 121#
2 Way Stall Bracket

3 Way Stall Bracket

4 Way Stall Bracket

Wall Mount Connectors

Optional

7836  Corner Mount Poly Hay & Grain Feeder
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Gate

8120-8126 6 Bar 2" 16 Gauge Super He avy Duty
Galvanized Gates — These gates are designed with strength
and durability in mind. Available in sizes of 4’, 6', 8, 10", 12’,
14’ and 16’. All sizes in stock. Hardware included, threaded
through bolt hinges.

8250 & 8251 Automatic Gate Opener For Single &
Double Gates — Complete Kit

Will open and swing gates up to 16’ long and 750 pounds with just
the touch of a button. Sleek and unobtrusive, the Automatic Gate
Opener cycles 200+ times per day and complies with all UL325
standards. Powerful. Safe and convenient. Can be used on any
type of gate, from farm gates to ornamental. Options include a
Double Gate # 8251 and options below.

Solar Panel

Push Button Control

Pin Lock to prevent gate opener theft
Transmitter

Mini Transmitters — Keychain Style
Automatic Gate Lock

In-Ground Vehicle Sensor

Garage Door Receiver

8180 Walk Thru Arch Gate - Used with portable corral panels it gives
easy access to both livestock and herdsmen. Has an 8’ Arch, quick
pin-latch system as well as chain latch. 1 %" Square tube with baked
on high solids paint insures long life. 6’- Red

-23 -



8181 6 Bar Heavy -Duty Standard Corral Panel - This corral
panel is ideal for medium to heavy confinement of livestock in
round pens and working areas. 60" high with vertical pipe braces
this panel features 1 %2" high tensile strength steel tubing.
Custom loop legs prevent sinking into the ground. Hooks easily to
our Walk Thru Arch Gate. 12’ - Red

8100-8106 7 Bar Heavy Duty Standard Bull Gate - Designed
for light crowding conditions as well as pasture and field
entrances. 1 %’ round tube made of high tensile strength steel
with welded saddle joints is what makes this 50" high gate so
tough. Comes with hinges, hinge pins, and 18" snap chain.
Red. 4', 6, 8, 10", 12', 14’, 16’ Available.

8185 2 Piece Extra Heavy Duty Slant Bar Hay Feeder - This
feeder is 8’ in diameter, 45" high and features 1 7/8" flat oval
rails and 1 %2” round slats. These slats are welded on the
outside for extra strength. It also features a heavy duty round
end post brace with 3 bolt connections for superior strength
and rock solid assembly. This feeder by American Farmland
has long been a favorite of the serious cattleman. - Red

Wire

9100 High Tensile Wire 4000’ Coil 12 % Gauge 200,000 PSI — The highest quality fence wire on the
market. Bekaert brand 4000’ coils. Bundle packs of 5, 20 rolls per skid. Class 3 galvanized for long
life. Will pay out smoothly and cleanly when used with a Spinning Jenny (2100). Uses 2-3 crimping
sleeves.

9105 Spider Wire 4000’ 16 Gauge — Designed for use in the Spider Fence System it's flexibility is key
in the Spider System designed. Class 3 galvanized for optimum life expectancy. Uses 1-2 crimping
sleeves.

Did you know that there is more than 1 way to coll wire?
Are you getting High Tensile Wire in 4000’ rolls th  at kinks, or spirals back when
paying off a spinning jenny?

You can learn the specifications you need to know b vy attending one
of our training schools. Call today for further in formation.
724-222-8755
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9110-9120

9130

9140

9150

9160

9170-9180

9190

8426 and 9496 — Bekaert brand Solidlock/Tightlock . This premium high tensile Class 3
galvanized wire will be dependable and strong for many years to come. 8426 means 8 line
wires, 42" tall with a vertical stay wire every 6”. The 9496 made of the same material is ideal for
cattle fencing. 9 line wires, 49” tall with a 6” stay wire. Stocking size is 330’ rolls.

13483 — Bekaert brand Solidlock/Tightlock , ideal for sheep, cattle, goats, a wide variety of
uses. The 13 line wires along with the 48" height and 3" stay wire spacing make it the answer to
smaller animal containment. Class 3 galvanized 330’ rolls.

15616 — Bekaert brand Solidlock/Tightlock , this 15 strand, 61" high 6” stay wire spacing is
ideal for taller animals. The containment quality is the same for all sizes and number of line
wires. Class 3 galvanized 330’ rolls.

20966 - Bekaert brand Solidlock/Tightlock , this product is the one desired for deer
containment. 20 line wires, 96" height with a 6” stay wire spacing is recommended for containing
deer and elk on ranches and game preserves. Certain states require a 10’ containment fence
and this 8’ material can be used with 2 to 3 strands of smooth high tensile fence wire on the top.
12” stay wire spacing material is available for deer deterrent. Bekaert has produced bracing and
installation specifications available with purchase. Available in 330’ rolls.

The Bekaert
Solidlock/Tightlock
brand products
feature the unique
knot design. The knot
design makes the wire
unable to move or
work loose.

Horsefence 2 x 4 x 48 — Class 3 galvanized. The 3” stay wire spacing makes it ideal for
horses. The smaller opening prevents the horses from getting their legs caught in the fence.
Available in 200’ coils. The only 2 x 4 Class 3 galvanized on the market. 244 pounds per 200’
roll.

Hingejoint 9396 & 10476 — This Bekaert brand product is very popular and has been around for
many years. The design is a tied or twisted joining. The 330’ rolls are manageable in size.
Although Class 3 galvanized is lighter weight than the Solidlock/Tightlock design. 9396 =9 line
wires, 39’ tall with a 6” stay wire spacing. 10476 = 10 line wires, 47" height and 6” stay wire
spacing.

Gaucho Barb Wire 15 % Gauge Class 3 Galvanized — This 4 point 2 ply 5” barb spacing is
ideal for the traditional farmer wanting the extra security of barbed wire. 1320’ rolls weigh is
approximately 42 pounds per coil.
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0750-0755

0760-0764

Dog Kennels

8190 Powder Coated Dog Kennels - This unit
features a powder-coated frame and vinyl-coated
frame and vinyl-coated wire for a sleek look,
excellent feel and superior finish quality and
durability. — Black

6’ x 10’ x 10’ — Welded Complete W/Door

8191 Optional Dog Kennel Shade - Super
tough polypropylene U.V. stabilized fabric
provides protection from sun and serves as a
lightweight security cover for your pets and
possessions. 10’ x 10" has grommets for easy
installation without tools. Comes complete with
Zip-ties.

Animal Weighing Systems

GP1 Eziweigh 1 System & GP 2 System — This weighing system designed by Tru-Test Inc. was geared
to the farmer market. Though the load cell bars will weigh up to 3000 pounds, the bars themselves are
made from a slightly lighter metal than those of the MP 600 Series bars. The system comes with an
Eziweigh 1 Indicator which is simple to use and provides all the basic functions needed in weighing
animals. The only difference between a GP 1 and a GP 2 system is that the GP 2 System indicator an
Eziweigh 2 comes with an internal battery power. This means you can charge the battery and use the
unit for approximately 8 hours with no power source attached. Great for remote areas.

Platforms — 760 Aluminum Platform is a very unique and simple to use. Easily cleanable and portable
weighing on 60 pounds. The Aluminum Platform is used in an alleyway system. It is not designed to be
put under a chute. The animals walk onto the platform; the high sides prevent them from stepping off the
platform. An animal’s weight is calculated in 3 to 6 seconds regardless of movement. 764 is a Wooden
Platform 28” X 6" in length. This platform is great for weighing any type of product from produce, to small
animals.

Don’t think of weighing systems for only animals, t hey have a wide range of uses,

such as banana harvests, recycling centers, produce farms,
any facility weighing product for any reason.
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Watering Systems

The need for clean water on demand is what prompted Miraco Livestock Water Systems  to invent their energy free
waterer (Mirafount ) over 25 years ago. The Miraco products carry a 5-year unconditional warranty. This warranty and
their quality valve system have made them the leaders in the industry. Units are available for all animals including beef
and dairy cattle to hogs, sheep, goats, lamas, and horses. We are currently stocking there most popular units which are
listed below. Contact us for a catalog on our complete line of water systems.

0800

0808

0812

0816

0818

0824

Mirafount 2-Hole 20 Gal

Mirafount 2-Hole 20 Gal. Energy Efficient
Mirafount 1-Hole

Lil Spring W/O Heater

Double Sided Equine Fount

Equifount-Wall Mount W/O Heater Lil Spring W/O Heater

Heat Tube W/Side Hole - (Use with 818)

Heat Tube W/Side Hole ‘ '

Please remember to always
use eye and ear protection
when building fence!
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